
ARTICLE 6. RECLAIMED WATER CONVEYANCES 

R18-9-601. Definitions 

In addition to the definitions provided in R18-9-701, the following terms apply to this Article: 

1. "Open water conveyance" means any constructed open waterway, including canals and laterals that transports 

reclaimed water from a sewage treatment facility to a reclaimed water blending facility or from a sewage 

treatment facility or reclaimed water blending facility to the point of land application or end use. An open 

water conveyance does not include waters of the United States. 

2. "Pipeline conveyance" means any system of pipelines that transports reclaimed water from a sewage treatment 

facility to a reclaimed water blending facility or from a sewage treatment facility or reclaimed water blending 

facility to the point of land application or end use. 

Historical Note 

New Section adopted by final rulemaking at 7 A.A.R. 758, effective January 16, 2001 (Supp. 01-1). 

R18-9-602. Pipeline Conveyances of Reclaimed Water 

A. Applicability. 

1. Any person constructing a pipeline conveyance on or after January 1, 2001, whether new or a replacement of an 

existing pipeline shall meet the requirements of this Article. 

2. Any person who has constructed a pipeline conveyance before January 1, 2001, is considered to be in 

compliance with this Article. 

B. A person shall design and construct a pipeline conveyance system using good engineering judgement following 

standards of practice. 

C. A person shall construct a pipeline conveyance so that: 

1. Reclaimed water does not find its way into, or otherwise contaminate, a potable water system; 

2. System structural integrity is maintained; and 

3. The capability for inspection, maintenance, and testing is maintained. 

D. A person shall construct a pipeline conveyance and all appurtenances conducting reclaimed water to withstand a 

static pressure of at least 50 pounds per square inch greater than the design working pressure without leakage as 

determined in A.A.C. R18-9-E301(D)(2)(j). 

E. A person shall provide a pipeline conveyance with thrust blocks or restrained joints where needed to prevent 

excessive movement of the pipeline. 

F. The following requirements for minimum separation distance apply. A person shall: 

1. Locate a pipeline conveyance no closer than 50 feet from a drinking water well unless the pipeline conveyance 

is constructed as specified under subsection (F)(3); 

2. Locate a pipeline conveyance no closer than two feet vertically nor six feet horizontally from a potable water 

pipeline unless the pipeline conveyance is constructed as specified under subsection (F)(3); 

3. Construct a pipeline conveyance that does not meet the minimum separation distances specified in subsections 

(F)(1) and (F)(2) by encasing the pipeline conveyance in at least six inches of concrete or using mechanical 

joint ductile iron pipe or other materials of equivalent or greater tensile and compressive strength at least 10 

feet beyond any point on the pipeline conveyance within the specified minimum separation distance; and 

4. If a reclaimed water system is supplemented with water from a potable water system, separate the potable water 

system from the pipeline conveyance by an air gap. 

G. A person shall: 

1. For a pipeline conveyance, eight inches in diameter or less, use pipe marked on opposite sides in English: 

"CAUTION: RECLAIMED WATER, DO NOT DRINK" in intervals of three feet or less and colored purple 

or wrapped with durable purple tape. 

2. For a mechanical appurtenance to a pipeline conveyance, ensure that the mechanical appurtenance is colored 

purple or legibly marked to identify it as part of the reclaimed water distribution system and distinguish it 

from systems for potable water distribution and sewage collection. 
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R18-9-603. Open Water Conveyances of Reclaimed Water 

A. This Article applies to an open water conveyance, regardless of the date of construction. 

B. A person shall maintain an open water conveyance to prevent release of reclaimed water except as allowed under 

federal and state regulations. The maintenance program shall include periodic inspections and follow-up corrective 

measures to ensure the integrity of conveyance banks and capacity of the conveyance to safely carry operational 

flows. 

C. Signage for Class B+, B, and C Reclaimed Water. A person shall: 

1. Ensure that signs state: "CAUTION: RECLAIMED WATER, DO NOT DRINK," and display the international 

"do not drink" symbol; 

 



2. Place signs at all points of ingress and, if the open water conveyance is operated with open access, at least every 

1/4-mile along the length of the open water conveyance; and 

3. Ensure that signs are visible and legible from both sides of the open water conveyance. 
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